
Maintenance list chike 
 

  component Task 
before every 

trip (user) 

monthly 

(users) 

semi-

annually 

(users) 

annually 

(specialist 

dealer) 

other intervals/remarks 
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wishbone 

Check for corrosion, deformation and cracks, 

especially in the area of the ball joint attachment on 

the outside       

* 

Replace if cracks appear 

Check bearing wear/play       *   

Check/tighten axle bolts (20Nm)       *   

Check/tighten ball joint screws (12 Nm)       *   

Damper element 
for cracks, loosening of the mounting plates, wear 

and tear and replace if necessary       
* 

  

ball joints 

Check bearing play       

* 

Replace the joint even if 

there is just slight bearing 

play 

Check rubber sleeve for cracks and damage       

* Replace joint if cracked or 

damaged 

Check correct position and adjust if necessary       *   

Clean and preserve the surface of the ball joints       
* 

  

wheel carrier 
Visually inspect for corrosion, deformation and 

cracks and replace if necessary       
* 

  

Tilt lock 

Check the tilt lock setting and readjust if necessary       
* 

  

Check tilt lock switch for damage and functionality 

and replace if necessary       
* 

  

Oil the inner cable of the tilt lock       *   
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 Front mudguards 

Check that the screws are secure and tighten if 

necessary     * 
* 

  

Check the distance to the tire and adjust if 

necessary       
* 

  

Check struts for damage and replace if necessary     * 
* 

  

Rear mudguard 

Check that the screws are secure and tighten if 

necessary       
* 

  

Check the distance to the tire and adjust if 

necessary       
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front wheel 

Check spoke tension , spoke defects and 

concentricity, if necessary re-tension and center       
* 

  

Check tire wear and replace if necessary   

*   * 
Uneven wear may be due 

to incorrectly adjusted track 

Check tire pressure *     *   

Tighten axle screw (40Nm)       *   

Check smooth running and bearing play, replace 

bearings if necessary       
* 

  

rear wheel 

Check spoke tension and concentricity , re-tighten 

and center if necessary       
* 

  

Check tire wear and replace if necessary   *   *   

Check tire pressure *     *   

Tighten axle screw       *   

Check smooth running and bearing play       *   
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Frame 
Visual inspection for corrosion, deformation and 

cracks       
* 

  

saddle 
Check for damage, especially bent struts       

  
  

seat post Grease, check tightness       *   

Luggage carrier 

Check that the screws are secure and tighten if 

necessary       
* 

  

Visual inspection for damage       *   
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VR brake 

Check brake line       *   

Check brake pad wear       *   

Check brake disc wear       *   

Check screw connection of brake discs and brake 

calipers       
* 

  

Check brake caliper adjustment       *   

Testing braking force *     *   

Rear brake 

Check brake line       *   

Check brake pad wear       *   

Check brake disc wear       *   

Check screw connection brake disc and brake 

caliper       
* 

  

Check brake caliper adjustment       *   

Testing braking force *     *   
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Chain / Belt 

Check voltage / length       *   

Check for wear and replace if necessary       *   

Care, lubricate   *   *   

Pinion and chainring 

/ pulleys 
Check for wear and replace if necessary       

* 

  

circuit Functional test       *   

Pedals 
Wear , smooth running, bearing play, general 

condition, replace if necessary       
* 

  

Cranks Check and tighten       *   
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Handlebar and stem 

Visual inspection for deformation and cracks       *   

Check and tighten screw connections       *   

Adjustment, ergonomics       *   

Tie rods 

Visual inspection of the tie rod for corrosion, 

deformation and cracks, replace if necessary       
* 

Details on maintenance 

and adjustment can be 

found in the dealer manual 

“ chike tie rod maintenance 

and adjustment” 
  

  

  

Check the bearing clearance, replace bearing if 

necessary       
* 

Grease the inside of the bearing    * 

Check the rubber sleeve of the bearings for cracks 

and replace if necessary       
* 

Check track alignment and readjust track if 

necessary       
* 

Check angle between inner and outer tie rod end       * 

steering tube Check smooth running , bearing play       *   
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 Motor Check unction, noise, bearing play       *   

Controls Check function       *   

Display Check function       *   

Battery 

Check function           

Check that the battery is firmly seated in the holder 

and adjust the holder if necessary       
* 
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Headlights Check function       *   

rear light Check function       *   

reflectors Completeness, condition, fastening       *   
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cabin Check screw connections       *   

Belt system 
Visual inspection for wear and damage       *   

Tighten the back straps    *  

Cover 
Check for cracks and other damage       *   

Check zippers for functionality      

floor pan Check for cracks and damage       *   
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platform Check screw connection       *   

Locking side walls 
Check function       

* 
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dog crate Check screw connection       *   

Conversion 
Control Damage Conversion       

* 
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 Metal surfaces, paint 

and anodized 

surfaces Clean and preserve   

  *   
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Noise development *     *   

function *     *   

ergonomics *     
* 

  

   



  



  



 


